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Chapter 1. Introduction
This Guide is intended to show the user how to install and effectively use the Conformance Test Suite
(CTS). It is written to cover testing to FACE ¨  Technical Standard, Editions 3.0, 3.1, and 3.2.

The CTS tests Units of Conformance (UoCs) and data models meet a subset of the requirements in the
FACE Technical Standard. All requirements the CTS is required to test are identified in the
Conformance Verification Matrix (CVM), provided by the FACE Consortium. All types of UoCs may be
tested with the CTS, including:

1. Portable Components Segment (PCS) UoCs

2. Platform Specific Services Segment (PSSS) UoCs

3. Transport Services Segment (TSS) UoCs

4. I/O Services Segment (IOSS) UoCs

5. Operating System Segment (OSS) UoCs

Testing procedures for each segment are listed in the sections contained in this user manual.

1.1. Context
Each of edition of the FACE Technical Standard has a corresponding line of CTS applications. The CTS
version identifier follows the pattern 3.X.Y, where X is a number that defines the minor edition of the
Technical Standard, and Y to version of the CTS released to support the given Technical Standard. For
example, CTS 3.1.0 represents supporting the 3.1 edition of the Technical Standard and is the initial
release of the CTS.

NOTE
This document refers to CTS versions 3.0.9, 3.1.8, and 3.2.2 in support of FACE Technical
Standard, Editions 3.0, 3.1, and 3.2 and will henceforth be referred to as "the CTS" or
"CTS" unless otherwise delineated.

NOTE
Annotations are added when this document refers to a feature or detail that pertains to
a subset of the CTS versions.

1.2. Tools Contained in the Test Suite
The CTSÕs graphical user interface (GUI) allows for a user-friendly approach for FACE conformance
testing and it is the method in which users of the CTS are expected to use the tool. Additionally, the CTS
is comprised of multiple, separate tools that work together to test software components against the
FACE Technical Standard and produce a conformance test result.

Although the user is expected to interact with CTS through the GUI, it is beneficial to understand from
a high-level the specialized tools the CTS uses and how they work together to test for conformance.
There are four tools contained in the CTS:

1.1. Context Chapter 1. Introduction
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1. UsmIDLGenerator/DIG (Data Model to IDL Generator)

! The UsmIDLGenerator/DIG generates the IDL (Interface Definition Language) for the platform
data types and views specified by a Unit of Portability (UoP) in a USM (UoP Supplied Model).
Used at CTS runtime, the generated IDL is compiled into source code for the programming
language that the candidate UoC is written.

NOTE

The term "Unit of Portability" (or UoP) is a general term referring to either a PCS or
PSSS UoC. This document attempts to limit uses of the term "UoP" to references to a
USM and its contents. Any occurrence of the term not meeting this intent can be
assumed to be a synonym for "UoC".

1. Ideal

! Ideal is a translator that converts FACE interfaces, defined in IDL, using the programming
language mappings described in the FACE Technical Standard for Ada, Java, C99, and C++03.
Ideal is used by the CTS to generate language specific code from the output of the
UsmIDLGenerator/DIG.

2. DMVT (Data Model Validation Tool)

! The DMVT takes the Shared Data Model (SDM) and a UoCÕs USM as inputs to test the USM for
adherence to the data architecture specification in the FACE Technical Standard. For UoCÕs that
require a USM for testing, the CTS invokes the DMVT first to ensure the USM is meets the
Standard before proceeding with testing. The SDM is available for download on The Open
GroupÕs website at https://www.opengroup.org/face/docsandtools .

3. FACE Conformance Application

! The FACE Conformance Application refers to the software pieces of the CTS for the front-end
GUI, backend processes to test for FACE conformance and the generation of the FACE
conformance report after a UoC is tested.

The overall testing workflow and how the tools are used is summarized in the following section.

1.2.1. Conformance Testing Workflow

The figure below provides details of the high-level workflow on how each of the CTS tools interact with
one another. The figure also details an example for intended UoC development and UoC conformance
testing process.

Specific instructions on how to test a specific UoC is contained within this user manual in the Project
Configuration Files , Toolchain Configuration Files  and Testing a UoC sections.

Chapter 1. Introduction 1.2. Tools Contained in the Test Suite
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Figure 1. The workflow of FACE development and conformance testing.

By following the numerical arrows in the figure, the user can see the process of developing a UoC and
passing it through the CTS:

1. The user must create or import a toolchain configuration file for the userÕs specific
compiler/linker/archiver tools, either from scratch or basing it off one of the sample toolchains. The
user must also create or import The Project Configuration file by specifying the profile, segment,
interfaces the UoC implements and interfaces it uses, and the USM and corresponding SDM
locations (if appropriate).

2. The user must click on the "Generate GSLs/Interface" button in the toolbar.

3. The USMÕs location is taken from the configured project configuration file. The USM is parsed for
TSS Typed interfaces and/or Life Cycle Management (LCM) Stateful interfaces and be sent to the
UsmIDLGen/DIG tool.

4. The UsmIDLGen/DIG tool translates the data structures and typed interfaces based on the USM to
IDL.

5. Ideal generates the IDL into interface headers (C/C++/Ada spec files/Java) files based on the UoC
programming language. These files will be placed into a subfolder of the project folder as the "Gold
Standard" folder (the relative of the subfolder is include/FACE). This process also generates a text
file in this location with all the include paths the user should use to compile their code for
conformance.

6. The user gathers the generated text file

7. Based on the CTS Factory Functions header (the generated text file), the user writes their
implementation code (called Factory Functions) that implements each interface being provided by
the UoC from these generated interfaces created in Step 5.

a. Implement each UoC interface based on the language constraints:

i. For C++ and Java, the implementation is a derived class for each interface being provided.

1.2. Tools Contained in the Test Suite Chapter 1. Introduction
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The base/abstract class is the interface class provided in the Gold Standard Library
subfolder include/FACE as generated by the CTS.

ii. For C and Ada, one must create implementations of the functions/procedures.

b. Next, for each FACE interface that the UoC is to "use" (access), the user must also implement the
Injectable interface for that interface.

8. The user adds the Factory Functions to the .pcfg file in the Objects/Libraries tab

9. The user compiles their UoC code using the generated headers or spec files or Java files (depending
on language) and the include paths (compiler paths or class paths) provided in the generated text
file.

10. The user adds the object code to the CTS and runs the Conformance test by pressing the "Test UoC
Conformance" button.

11. The FACE Conformance Application invokes the DMVT/DAVT, sending the USM and SDM location

12. The DMVT validates the USM based on the SDM and sends back the result.

13. The FACE Conformance Application:

a. Tests source files for injectables that are generated.

b. Compiles CTS Factory Functions using the user-provided Factory Functions file.

c. Tests files (generated and CTS-provided) are compiled and linked with the UoC object(s), CTS
Factory Functions, and GSL libraries into a series of executables (that never are run, as the CTS
only tests to see if a UoC correctly links with the test executables) .

d. Link test is performed with limited GSL libraries to test for inter-UoC restricted calls.

14. A PDF conformance report is generated based on the results of step 13. The PDF report contains all
test logs and stack traces to those logs so the user can alter the UoC if there are any failures.

Chapter 1. Introduction 1.2. Tools Contained in the Test Suite
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[1] This was introduced in "FACE Technical Standard, Edition 3.2" and not applicable to Editions 3.0 or
3.1
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Chapter 2. Installation

2.1. Installation on Linux
The following subsections detail the system requirements, prerequisites, and installation variances for
the supported Linux distributions. The CTS has been tested has been tested on the following Linux
distributions:

¥ Red Hat Enterprise Linux (RHEL) 9.3

¥ Ubuntu 22.04

¥ Ubuntu 20.04

NOTE

Given the CTS is primarily written in Python and Java, it is reasonable to believe it will
perform well on other Linux distributions assuming the installation instructions are
faithfully followed and adapted. That said, no definitive claims can be made of CTS
performance on other distributions because no testing has been performed outside the
Linux distributions stated above.

NOTE
Ubuntu 20 cannot be used for testing Java UoCs. The rationale for this is described in
Section 2.1.4.5

2.1.1. User Prerequisites

Successful installation of the CTS requires the user to have root permission for accessing network-
based repositories ("dnf" on RHEL and "apt" on Ubuntu), having privileges for package installation,
and having privileges to change file permissions (via "chmod").

NOTE
These permissions are necessary, as some dependencies are not installed by default. It
is acknowledged that the CTS installation process is not optimized for installation on
government machines or on machines that restrict installation.

2.1.2. System Requirements

Before installation, check the system requirements below to ensure the test suite will run on the userÕs
designated machine. It is highly recommended to use one of the Linux distributions cited at the
beginning of Section 2.1 for the installation of this version of the CTS, as using other distributions may
have varying results.

Table 1. The minimum requirements to run on a Linux-based system.

Minimum Requirements

Operating Systems Red Hat Enterprise Linux (RHEL) 9, Ubuntu 22 and
Ubuntu20

HDD/SDD 3 GB

RAM 4 GB

Chapter 2. Installation 2.1. Installation on Linux
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Minimum Requirements

An Internet connection

For setting up under virtual machine, make sure that the allocated drive has at least 15GB. Doing so
will give the VM enough space to install its operating system, all prerequisites, and the CTS.

Table 2. Required dependencies to install and run CTS on Linux-based systems.

System Dependency

Python 3.8 (or greater) , with:

¥ pip  - a package manager used to help install and uninstall other Python packages

Java 1.8 JDK

JDK should include support for JavaFX if using the CTS GUI

Any PDF viewer

2.1.3. Language-Specific Prerequisites

The following section lists dependencies by programming language in which the UoC under test is
written.

Table 3. Dependencies by Programming Language of the UoC under test in a Linux-based
systems.

UoC Language Dependency

C

C compiler/linker

For example, the default GCC/G++ version for
RHEL 9 and Ubuntu 22 is 11.4

C++

C++ compiler/linker

For example, the default GCC/G++ version for
RHEL 9 and Ubuntu 22 is 11.4

Ada

Ada compiler/linker

For example, the default GCC GNAT version for
RHEL 9 and Ubuntu 22 is 11.4

Java

Java JDK 1.8

Linux alternatives utility package  (if more than 1
version of Java is installed)

Ant 1.9.0 or higher

Browser  (if not installing on the command line,
which is recommended)

Qt 5.15

Table 4. UoC Testing Dependencies for Linux-based systems.
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Language Library Language Dependency

POSIX
libarchive-devel (RHEL)

libarchive-dev (Ubuntu)

3.5.3 (RHEL 9 system default)

3.6.0 (Ubuntu 22 system default)

3.4.0 (Ubuntu 20 system default)

POSIX
zlib-devel (RHEL)

zlib1g-dev (Ubuntu)
1.2.11 (RHEL 9, Ubuntu 20 and 22 system default)

NOTE

The following section describe how to install the prerequisites for RHEL 9, Ubuntu 22,
and Ubuntu 20. It is important that the user attempt to install the CTS on a machine
with at least the minimum specifications as stated for a minimum requirements for a
Linux system .

2.1.4. Installing Prerequisites

GCC/G++

Install the GCC/G++ package necessary for C/C++/Ada projects. The command will also install required
dependencies for the gcc, gcc-c++, and gcc-gnat packages.

RHEL 9

The gcc-gnat package is located in the Extra Packages for Enterprise Linux (EPEL) repository. Therefore,
the EPEL repository must be installed prior to installing gcc-gnat. Commands to install EPEL and GCC/G++
packages are given below.

sudo dnf update -y
sudo subscription-manager register --username XXXX --password 'ZZZZZZZZ'
sudo subscription-manager repos --enable codeready-builder-for-rhel-9-$(arch)-rpms
sudo dnf install -y https://dl.fedoraproject.org/pub/epel/epel-release-latest-9.noarch.rpm
sudo dnf install -y gcc gcc-c++ gcc-gnat

Ubuntu 20

sudo apt update
sudo apt upgrade
sudo apt install gcc g++ gnat

Ubuntu 22

sudo apt update
sudo apt upgrade
sudo apt install gcc g++ gnat-11

Python 3

The CTS backend (conformance tests, logic, etc.) is developed to Python 3.8 or greater. Please see the
following sections on how to install Python 3 for each of the officially supported Linux distributions.

NOTE An alternative to installing CTS Python dependencies in the global environment is to

Chapter 2. Installation 2.1. Installation on Linux

CONFORMANCE TEST SUITE USER MANUAL 13



use PythonÕs venv  package to create a virtual environment in which to install the CTS
dependencies and run the CTS. Using a virtual environment allows for tailoring the
Python execution environment to the applicationÕs needs without disturbing the global
environment. Because the following instructions assume a user is installing the Python
dependencies in the global work environment, they need to be interpreted for use with
Python virtual environments.

The CTS includes the following Python packages. Do not use pip to install these packages  as the pip
installed packages can interfere with the package versions included by the CTS. In order to ensure the
supplied versions of these packages have precedence in Python sys.path , it is strongly encouraged to
remove these packages if they were installed previously via pip.

¥ protobuf-3.20.3

¥ pyparsing-3.1.1

¥ stringtemplate3

¥ reportlab-3.6.9

RHEL 9

Python 3.9 is the default for RHEL 9. To install it manually, use the following command.

sudo dnf install python3 python-unversioned-command

Ubuntu 20 and Ubuntu 22

Python 3.8 is the default for Ubuntu 20. Python 3.10 is the default version for Ubuntu 22.

NOTE
Additional helper packages are needed since all python packages use explicit python3
or python2 interpreter and do not use unversioned /usr/bin/python on Ubuntu.

sudo apt install python-is-python3 python3-pip python3-setuptools

Additional Python Dependencies

The Python package management system, pip  should be installed. If it is not already installed, it can be
installed as follows:

RHEL 9

sudo dnf install python3-pip
sudo pip install --upgrade pip

Ubuntu 20 and Ubuntu 22

sudo apt install python3-pip
sudo pip install --upgrade pip

2.1. Installation on Linux Chapter 2. Installation
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Java 8 OpenJDK with FX

To ensure the CTS GUI runs, the user must install Java 8 JDK with JavaFX support. We recommend
using AzulÕs Zulu builds of OpenJDK 8 with FX. It can be downloaded from Azul Zulu at
https://www.azul.com/downloads/#downloads-table-zulu.

RHEL 9

The user must select Java 8(LTS), RHEL, x86 64-bit , JDK FX in the dropdowns on Azul Zulu website. Then select
.rpm  from the Download  dropdown and save the .rpm file in a local directory.

Figure 2. Select OpenJDK 8 with FX on Azul Zulu Table for RHEL

The user must navigate to the directory where they downloaded the rpm file and execute the following
command.

sudo dnf install ./zulu8.x.x.x-ca-fx-jdk8.0.x-linux.x86_64.rpm

IMPORTANT
The user must create and set two environment variables before running the CTS
GUI, building the sample Java UoCs, or executing the FACE data model tools. See
Section 2.1.5.1 for details.

Ubuntu 20 and Ubuntu 22

The user must select Java 8(LTS), Ubuntu , x86 64-bit , JDK FX in the dropdowns on Azul Zulu website. Then select
.deb from the Download  dropdown and save the .deb file in the /tmp  directory.

NOTE
/tmp  directory should be used to avoid the installation error: Download is performed
unsandboxed as root as file '/home/XXX/YYY/zulu8.x.x.x-ca-fx-jdk8.0.x-linux_amd64.deb' couldnÕt be accessed by user
'_apt'. - pkgAcquire::Run (13: Permission denied)
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Figure 3. Select OpenJDK 8 with FX on Azul Zulu Table for Ubuntu

The user execute the following command to install the .deb file in /tmp .

sudo apt install /tmp/zulu8.x.x.x-ca-fx-jdk8.0.x-linux_amd64.deb

IMPORTANT
The user must create and set two environment variables before running the CTS
GUI, building the sample Java UoCs, or executing the FACE data model tools. See
Section 2.1.5.1 for details.

Using alternatives

If the user has different major versions of Java present on their installation system, the 'alternatives'
utility may be used. The utility allows the user to use and manage different versions of applications in
their environment via symbolic links. It is installed by default in most Linux distributions. If it is not
installed, the user must install it via the normal means for installing packages for their Linux
distribution. Then, the user must initialize both the "java" and "javac" to the alternatives package. It is
important to include both, as "java" is used to execute Java bytecode, and "javac" is used to compile
Java programs.

RHEL 9

sudo alternatives --install /usr/bin/java java /usr/lib/jvm/zulu-fx-8/bin/java 2000

sudo alternatives --install /usr/bin/javac javac /usr/lib/jvm/zulu-fx-8/bin/javac 2000

Ubuntu 20 and Ubuntu 22

sudo update-alternatives --install /usr/bin/java java /usr/lib/jvm/zulu-fx-8/bin/java 2000

sudo update-alternatives --install /usr/bin/javac javac /usr/lib/jvm/zulu-fx-8/bin/javac 2000

If the user executes the alternatives  or update-alternatives  command for java ,

RHEL 9

sudo alternatives --config java
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Ubuntu 20 and Ubuntu 22

sudo update-alternatives --config java

they should see a selection display that contains the locations of all the Java run-time executables
installed on the machine, each with a numeric id. The user can select the Java program they want to be
associated with the java  command by entering the corresponding id.

Figure 4. Configuring Default Java Using "alternatives" Utility

If the user executes the alternatives  or update-alternatives  command for javac ,

RHEL 9

sudo alternatives --config javac

Ubuntu 20 and Ubuntu 22

sudo update-alternatives --config javac

they should see a selection display that contains the location of all the Java compilers installed on the
machine. The user can select the Java compiler program they want to be associated with the javac

command by entering the corresponding id.

Ant 1.9.x

Execute the following command to install Ant:

RHEL 9

sudo dnf install ant

Ubuntu 20 and Ubuntu 22

sudo apt install ant

NOTE

The default installation version for Ant may be different for the userÕs system. Check
the package version in dnf or apt before installing. This prerequisite is only required to
build sample UoCs for Java. The user can exclude the Java UoCs when building sample
UoCs, if desired.

IMPORTANT
It is important to check that the default java command still points to the Zulu
OpenJDK 8 installed in section Section 2.1.4.3 using the update-alternatives  or
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alternatives  command after installing ant  since installing ant  will install the system
default JRE (such as OpenJDK 11 on Ubuntu 22) due to ant  requiring JRE. This
default JRE can override the Zulu Java 8 OpenJDK.

Qt 5 (Java Testing only)

Qt 5 shared libraries are needed by JavaConformance during runtime, therefore, the Qt 5 package
needs to be installed.

IMPORTANT
Java testing can not be performed on Ubuntu 20 since the JavaConformance
executable depends on Qt 5.15, and the default Qt 5 package on Ubuntu 20 is
version 5.12 which is incompatible with this executable.

RHEL 9

sudo dnf install qt5-devel

Ubuntu 22

sudo apt install qtbase5-dev

2.1.5. Installation of CTS

To install the CTS, simply extract the archive file (zip or tar.gz) to a folder somewhere where the user
has read/write/executable access.

Environment Variables

The user must create and set two environment variables-- JDK8_HOME and JAVA_HOME--so the CTS can
correctly invoke the CTS GUI and FACE data model tools.

¥ JDK8_HOME should be set to the base directory of the JDK installation.

¥ JAVA_HOME should be set to the "JDK8_HOME" variable.

It is recommended to add environment variables to the userÕs permanent environment or via terminal
startup script at ~/.bashrc.

To set the environment variable using .bashrc,

1. Open ~/.bashrc using nano (or another editor)

2. Set JDK8_HOME to the installation directory of the JDK (Zulu OpenJDK8, if following the instructions in
Section 2.1.4.3).

3. Set JAVA_HOME to JDK8_HOME.

4. Save.

5. Source .bashrc or restart the terminal to make the environment variables available for use.
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NOTE
The installation directory on RHEL9 and Ubuntu are slightly different (zulu-fx-8 vs
zulu-fx-8-amd64).

RHEL 9

export JDK8_HOME=/usr/lib/jvm/zulu-fx-8/
export JAVA_HOME=$JDK8_HOME

Ubuntu 20 and Ubuntu22

export JDK8_HOME=/usr/lib/jvm/zulu-fx-8-amd64/
export JAVA_HOME=$JDK8_HOME

Save, exit the terminal, and start a different terminal to let the environment variables take effect in the
new terminal. Alternatively the user can source the .bashrc file in the same terminal.

source .bashrc

To test if the environment variables were set successfully, the user may execute:

echo $<variable name>

This provides the user with what was set to the specified environment variable.

2.1.6. Running CTS

Ensure you are running in an environment that has all of the above environment variable settings
refreshed. If in doubt, start a new terminal window. Ensure that this setup is correct by running:

java -version

Check that this is the Zulu OpenJDK 8 installed in section Section 2.1.4.3 and not the default OpenJDK
8 provided on most most Linux systems . Please note the default OpenJDK provided on most Linux
systems does not provide support for JavaFX, which the CTS GUI uses. If it is the default OpenJDK
version (or is not Java 8 at all), execute:

sudo alternatives --config java

When prompted, enter the number corresponding to the JDK 8 installed in Section 2.1.4.3.

Next, ensure that javac  is set to use the desired JDK 8 by executing the following commands:

sudo alternatives --config javac

When prompted, enter the number corresponding to the Zulu OpenJDK 8 installed in Section 2.1.4.3.
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Launching CTS

Navigate to the top-level directory of the CTS installation, and execute the below command in a
terminal:

./run_CTS_GUI.py

To produce a verbose output in the execution terminal:

./run_CTS_GUI.py -v

This will launch the conformance main menu as shown in below figure.

Figure 5. The CTS home screen.

2.2. Installation on Windows (Windows 10/11)
The following subsections detail the system requirements, prerequisites, and installation variances for
Windows.

2.2.1. User Prerequisites

Successful installation of the CTS requires the user to have access to the internet for downloading
prerequisite software, to have permissions to save downloaded files, and to have privileges for
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installing new software applications.

NOTE
These permissions are necessary. It is acknowledged that the CTS installation process is
not optimized for installation on government machines or on machines that restrict
installation.

2.2.2. System Requirements

Before installation, check the system requirements below to ensure the test suite will run on the userÕs
designated machine.

Table 5. The minimum requirements to run on Windows.

Minimum Requirements

Operating System Windows 10 (or Windows 11) 64-
bit

HDD/SDD 25 GB

RAM 8 GB

An Internet connection

The processor and graphics card are not included in Table 5 , as the CTS is not processor or graphically
intensive.

Table 6  represents an overview of the prerequisites needed to install and execute the CTS. Please
carefully follow the instructions in Section 2.2.4 for installing each.

Table 6. Required dependencies to install and run CTS on a Windows system.

System Dependency

Python 3.8 (or greater) , with:

¥ pip  - a package manager used to help install and uninstall other Python packages

Java 1.8 JDK

JDK should include support for JavaFX if using the CTS GUI

Any PDF viewer

2.2.3. Language-Specific Prerequisites

The following section lists dependencies that UoCs written in a specific language require. The
installation of each dependency will be detailed in Section 2.2.4.

Table 7. Dependencies by Programming Language of the UoC under test in Windows 10.
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UoC Language Dependency

C/C++/Ada

MSYS2 and packages

¥ mingw-w64-x86_64-toolchain

¥ base-devel

¥ msys2-devel

¥ make

Java

Java JDK 1.8

Ant 1.10.x

Browser

The language dependency for C/C++/Ada requires MSYS2 to install some required software packages.
MSYS2 is a software distribution package and building platform for Windows, intended to provide a
POSIX compatibility layer that Windows distributions do not provide. It provides a bash shell and the
ability to build native windows applications using the MinGW-w64 toolchains.

2.2.4. Installing Prerequisites

It is recommended to install the CTS on a machine with at least the minimum specifications stated in
Table 5 . The user must have permission to install and run programs on the machine.

MSYS2 (for C/C++/Ada samples only)

MSYS2 is a development environment that provides better interoperability between Unix-like
installations with native Windows software. The CTS depends on POSIX to process C/C++/Ada
applications, and Windows does not include POSIX. Thus, MSYS2 is required for the CTS to run on a
Windows operating system.

If the user is operating a 32-bit architecture, download the "msys2-i686" executable from the MSYS2
website at https://www.msys2.org/ . If the user is operating a 64-bit architecture, download the "msys-
x86_64" executable from the MSYS2 website.

After obtaining the executable, run the executable. Follow the prompts. The recommended installation
directory is "C:\msys64" and if a different directory is chosen then it must be provided in an
environment variable called MSYS2_HOME (see below for more details on how to set MSYS2_HOME).

After installing, open a MSYS2 MINGW 64-bit terminal (or 32-bit, depending on the userÕs machine) by
pressing the start key and searching for "mingw." The application should be at the top of the start
menu.

In the terminal, update the package database and core system packages.

pacman -Syu

If needed, close the terminal and launch the terminal again. The user can finish updating the package
database and core system packages by executing:
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pacman -Su

If there are additional problems with the initial MSYS2 installation, it is recommended to consult the
MSYS2 detailed installation guide at https://github.com/msys2/msys2/wiki/MSYS2-installation .

Install several additional required packages via pacman:

pacman -S mingw-w64-x86_64-toolchain base-devel msys2-devel make

The user will be prompted to select configuration for the packages that pacman was asked to install.
Select "default - install all," and confirm with "Y".

Open file "C:\msys64\msys2_shell.cmd" and edit line "rem set MSYS2_PATH_TYPE=inherit" by removing
'rem', which will look like the following when done:

set MSYS2_PATH_TYPE=inherit

Open file "C:\msys64\msys2.ini" and edit line "#MSYS2_PATH_TYPE=inherit" which will look like the
following when done:

MSYS2_PATH_TYPE=inherit

The same way that an environment variable was added to the path for Java 8, and Python 3
installations, the user must add MSYS2 to their environmentÕs PATH variable. MSYS2Õs environment
variable also must be near the top. The user must add both  "C:\msys64\mingw64\bin" and
"C:\msys64\usr\bin" to environmentÕs PATH variable.

If MSYS2 is not installed in the recommended location, C:\msys64, then the install location should be
provided as an environment variable called MSYS2_HOME using either the "Environment Variables" menu
or via command line.

$env:MSYS2_HOME = 'C:\msys64'

IMPORTANT
For the CTS to work correctly, MSYS2 directories should NOT  be listed before
Python 3 directories in the environment path.
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Figure 6. The msys64 path declarations, with variables are outlined in red.

Lastly, the user needs to remove the libdep.a from their MSYS2 installation directory to avoid ar.exe
error 0xc000012f  caused by libdep.a.
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Figure 7. Error 0xc000012f

The command to remove libdep.a is:

rm C:\msys64\mingw64\lib\bfd-plugins\libdep.a

Python 3

The CTS backend (conformance tests, logic, etc.) is developed to Python 3.8 or greater.

Download and install Python 3.8 (or greater) 64 bit for Windows by going to
https://www.python.org/downloads/  . It is recommended to download the installer, rather than install
manually.

Navigate to the "Environment Variables" menu to add the Python installation folder to the SYSTEM-
level PATH variable at the top of the list (ex C:\Python3).

IMPORTANT
The CTS uses Python 3.x and will not function correctly using Python 2
(previously the opposite was the case). Python 3 must  appear before all other
directories providing Python (e.g., MSYS2).
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Figure 8. The Python 3 environment variable near the top of the list, with the variable is outlined in red.

NOTE

An alternative to modifying the SYSTEM-level PATH is to use PythonÕs venv  package to
create a virtual environment in which to install the CTS dependencies and run the CTS.
Using a virtual environment allows for tailoring the Python execution environment to
the applicationÕs needs without disturbing the global environment. Because the
following instructions assume a user is installing the Python dependencies in the global
work environment, they need to be interpreted for use with Python virtual
environments.

The CTS includes the following Python packages. Do not use pip to install these packages  as the pip
installed packages can interfere with the package versions included by the CTS. Remove these
packages if they were installed previously via pip.

¥ protobuf-3.20.3

¥ pyparsing-3.1.1
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¥ stringtemplate3

¥ reportlab-3.6.9

Additional Python Dependencies

The Python package management system, pip  should be installed. If it is not already installed, it can be
installed as follows:

python -m ensurepip --upgrade

Java 8 OpenJDK with FX

To ensure the CTS GUI runs, the user must install Java 8 JDK with JavaFX support. We recommend
using AzulÕs Zulu builds of OpenJDK 8 with FX. It can be downloaded from Azul Zulu at
https://www.azul.com/downloads/#downloads-table-zulu .

The user must select Java 8(LTS), Windows , x86 64-bit , JDK FX in the dropdowns on Azul Zulu website. Then
select .msi  from the Download  dropdown and save the .msi file in a local directory. Proceed to install
OpenJDK 8 by double-clicking on the .msi file.

Figure 9. Select OpenJDK 8 with FX on Azul Zulu Table for Windows

Next, create a SYSTEM-level environment variable called JDK8_HOME set to the folder where you installed
OpenJDK 8 using the "environment variables" menu.

Chapter 2. Installation 2.2. Installation on Windows (Windows 10/11)

CONFORMANCE TEST SUITE USER MANUAL 27

https://www.azul.com/downloads/#downloads-table-zulu


Figure 10. The system properties interface.

The environment variables button is located after the startup and recovery section. In the
Environment Variables interface, add a "System variable" at the lower half. Select "new".
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Figure 11. The environment variables interface.

The user must select the "New" button in the System Variables section in order to add a new system
variable.

Finally, the user must set the variable name to 'JDK8_HOME' and the variable value to the folder where
the user installed JDK 8 (example: C:\Program Files\Java\jdk1.8.0_151). The user must name the Java
variable, "JDK8_HOME." The variable value is wherever the user installed Java 8.
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Figure 12. The new system variable interface.

Next, create another SYSTEM-level environment variable called JAVA_HOME and set to the value:
%JDK8_HOME%.

Figure 13. The environment variables dialogue.

The user must add %JAVA_HOME%\bin  to the SYSTEM-level PATH environment variable and move it to the
top of the list. The result is shown in below figure, and outlined in red.

2.2. Installation on Windows (Windows 10/11) Chapter 2. Installation

30 2.2. Installation on Windows (Windows 10/11)



Figure 14. The PATH variable dialogue, with the JAVA_HOME environment variable outlined in red.

Using multiple versions of Java

As there might be multiple installations of different versions of Java on a userÕs system, the user can
select which Java installation to use by changing the value of the environment variable JAVA_HOME as
outlined in the previous section. The manipulation of this environment variable allows multiple
versions of Java to exist together and the user to switch between them.

Ant

Download the latest Ant binary distribution zip file from https://ant.apache.org/bindownload.cgi .
Extract the "apache-ant-1.10.x-bin.zip" file to "C:\Program Files\". Ant is precompiled so no installer
needs to be run to have Ant properly work.

Next, the user must create a SYSTEM-level environment variable ANT_HOME set to the folder where
the user installed Ant 1.10.x (example: C:\Program Files\apache-ant-1.10.x).
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Figure 15. Ant environment variable.

Figure 16. Pointing the system path to the relevant Ant directories, with the variables are outlined in red.

Finally, the user must add %ANT_HOME% and %ANT_HOME\bin%  to their SYSTEM-level PATH variable, near the
top.

Enable Long Paths in Windows 10
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The maximum length for a path on Windows is MAX_PATH which is defined as 260 characters. Starting
in Windows 10 version 1607, changing a registry key or using the Group Policy tool is used to remove
the limit.

NOTE
For more information on the long path limitation in Windows, see
https://learn.microsoft.com/en-us/windows/win32/fileio/maximum-file-path-limitation .

To change registry key:

1. From the start menu launch "regedit".

2. Navigate to HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Control\FileSystem.

3. Set the registry key LongPathsEnabled (Type: REG_DWORD) to 1.

To use the Group Policy too:

1. Open Group Policy Editor (Press Windows Key and type gpedit.msc and hit Enter key.

2. Navigate to the following directory: Local Computer Policy > Computer Configuration >
Administrative Templates > System > Filesystem > NTFS.

3. Click Enable NTFS long paths option and enable it.

2.2.5. Installation of CTS

To install the CTS, simply extract the archive file (zip or tar.gz) to a folder where the user has
read/write/executable access.

NOTE

It is recommended to extract CTS close to the root of a drive, such as
"C:/FACEConformanceTestSuite_x.x.x" or "D:/FACEConformanceTestSuite_x.x.x", in
order to minimize the folder path length. This will help reduce runtime failures
resulting from path length and cmd.exe command character length limitations on
Windows.

Installation Variance for Windows Cygwin/GCC Toolchains

To test an Operating System Segment UoC that provides a Cygwin GCC C/C++ toolchain hosted on
Windows for conformance please use the installation variance as described below.

1. Remove MSYS2 from the PATH environment variable.

! C:\msys64\mingw64\bin

! C:\msys64\usr\bin

2. Add Cygwin as bundled in the product to the PATH environment variable.

%CYGHOME%\bin, where %CYGHOME% is the full path to the root Cygwin directory.

Start CTS from the command line, rather than the installed desktop icon that invokes an MSYS2 shell
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script. The instructions are documented in Appendix B .

2.2.6. Running CTS

The user can start the CTS by running the run_CTS_GUI.py script in the root directory of their CTS
installation using Windows Command Prompt terminal.

NOTE CTS cannot run successfully on powershell or MSYS2 MINGW terminals.

python run_CTS_GUI.py

This will launch the conformance main menu as shown in below figure.

Figure 17. The CTS home screen.

2.3. Accommodating Older CTS Versions
Conformance Test Suites prior to CTS 3.0.8, 3.1.7, and 3.2.1 execute using Python 2.7. To allow for
Python 3-based and Python 2-based CTS to coexist on a single machine, it is recommended to use the
virtualenv  package available for Python 2.7.

Table 8. Required Python 2.7 dependencies to install and run CTS versions prior to CTS
3.0.8, 3.1.7, and 3.2.1
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System Dependency

Python 2.7 , with:

¥ pip >= 22 - a package manager used to help install and uninstall other Python packages

¥ virtualenv  - a library for creating isolated Python environments

Instructions for installing based Python 2.7 requirements for virtual environments

{path_to_python27_exe}\python -m pip install --upgrade pip
{path_to_python27_exe}\python -m pip install virtualenv

2.3.1. Create and Use Python 2.7 Virtual Environment

After updating and installing the required dependencies , create and activate a new virtual
environment.

{path_to_python27_exe}\python -m virtualenv cts-305-env
.\cts-305-env\Scripts\activate

NOTE
This assumes the user is running a DOS command prompt on Windows. The approach
can also be used in Linux, except the activation Scripts  directory will be bin .

After activating, you should be able to verify that you are using Python 2.7.

(cts-305-env)> python --version
Python 2.7.18

(cts-305-env)> pip --version
pip 20.3.4 from {path_to_created_virtualenv}\cts-305-env\lib\site-packages\pip (python 2.7)

2.3.2. Setting up Python environment for CTS usage

The Python 2.7 virtual environment should represent a clean Python environment. Follow the Python
installation instructions from older CTS user manuals without setting PYTHON_HOME, because virtual
environments put the local python.exe  first on the SYSTEM-level PATH.

(cts-305-env)> pip list

Package    Version
---------- -------
pip        20.3.4
setuptools 44.1.1
wheel      0.37.1

NOTE To exit the current virtual environment context, run the deactivate  script.
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Chapter 3. Theory of Operation
For C, C++, and Ada code, conformance is determined by integrating targeted testing code with
corresponding conformant test code. User applications will be linked with FACE test interfaces.
Customer interface libraries will be linked against by FACE test applications. The test interfaces
provide all possible function calls, data types, and constants available to the customer code. The test
applications utilize all possible function calls, data types, and constants that should exist in the
customer code. The test applications are compiled using the customerÕs header files or spec files (for
C/C++/Ada) and then linked against both the customerÕs code and the test libraries that contain the
function calls, data types, and constants allowed by the FACE Technical Standard for a given OS Profile.
If the compile and link pass, the customer code is conformant with respect to the requirements tested.
If the compile or link fail, the customer code is not conformant. Errors are included in the test output.

Figure 18. Linked source code interfaces matching and not matching the FACE Technical Standard.

The test only determines conformance with respect to function signature. The test neither proves nor
disproves correctness of functionality. Additionally, for testing the existence of abstract interfaces, the
test does not determine if the customer code implements the interface, only that the abstract interface
is defined correctly in the customerÕs headers or spec files. For testing existence of non-abstract
interfaces, the test determines if the interface is defined in the customer code. For testing use of non-
abstract interfaces, the test determines if the interface used by the supplierÕs code is an allowed
interface. It will only pass if that interface is allowed either as an interface defined by the FACE
Technical Standard, or allowed per the FACE OS Profile.

3.1. Introduction to Methodology
Two methods of performing the link test exist. One uses the target linker. The other uses the host
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linker. The target linker is the linker used to produce an executable targeting the embedded system.
The host linker is the linker used to produce an executable targeting the development system where
the CTS runs. Each method has its own advantages.

The target linker method is advantageous in that a projectÕs existing build infrastructure can be reused
during conformance testing. Additionally, any conditionally compiled code based on hardware
architecture which is reflected in the compiler and linker will be included in the conformance testing.
The disadvantage is that conformance testing authority must know the details of the target linker.

The host linker is advantageous in that its usage details are preselected in the conformance tool. Its
disadvantage is that conditionally compiled code based on hardware architecture which is reflected in
the compiler and linker may not be included in conformance testing. Additionally, the projectÕs build
infrastructure would need to be modified to make use of the host compiler and linker.

Figure 19. The target linker GUI, found in the Toolchain Configuration BuilderÕs Tools tab.
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3.2. Target Linker Method
If the user chooses the target linker method, they must provide the conformance tool details about
their build tools. The user must provide the path to and name of the compiler, linker, and archiver for
their build tools. Additionally, the user must provide compiler flags, linker flags, and archiver flags to
provide correct behavior.

3.3. Host Linker Method
If the user chooses the host linker method, they must alter their projectÕs build system to use the hostÕs
build tools and recompile. The user must be mindful of any conditionally compiled code based on
architecture or compiler.

3.4. Additional Methodology Information
When the user builds their project, they must alter their compiler flags to include the conformance
toolÕs Gold Standard Libraries (GSL) directory for IOSS, TSS, and OSS headers. Details on how to
achieve this is described above in the Target Linker Method section.

3.4.1. OSS Testing Methodology

Unlike the other segments, to test the OSS using CTS, the system libraries and include files will need to
be used.

The user will want to specify the language standard, but they will not want to disable the headers and
built in functions and libraries. The user will also need to specify the location of include files and
libraries to be used in the system test, either by compiler and linker option flags, or by selecting
include paths and libraries via the configuration GUI as described in the Testing an Operating System
(OSS) Segment section below.

3.4.2. Java Testing Methodology

The Java testing methodology differs greatly from the methodology for C, C++, and Ada. This is due to
the standardized data format of JavaÕs .class files allowing these files to be universally queried for
information.

PCS and PSS segment class files are queried for their dependencies such as any classes, methods, or
fields necessary to execute. These dependencies are compared against a white list as defined by the
standard. Violations are reported as errors.

OSS, TSS, and IOSS segment class files are queried for their capabilities such as classes, methods, and
fields as well as attributes for each. These are compared against a minimum list as defined by the
standard. Any omissions or incorrect definitions are reported as errors. Additionally, native methods
are flagged as warnings to inspect.
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Chapter 4. Toolchain Configuration File

4.1. Introduction
A toolchain configuration file (TCFG, .tcfg, toolchain file, toolchain) contains information to configure
and compile CTStest objects. A toolchain configuration file also contains information about how to link
with a user supplied UoC, given the UoC target environment. This information provides an
environment where the CTS can configure the correct environment to use information stored in the
Project Configuration file. The toolchain configuration file ending is .tcfg.

Toolchain configuration files are generated with string template ( http://www.stringtemplate.org/) , a
freely available template library for generating source code.

4.2. Toolchain Files List
The Toolchain Files List can be accessed by selecting the File > Toolchains option from the navigation
bar.

Figure 20. The Toolchain Files List.

The following options are available either by default or when the user selects a toolchain from the list
view:

¥ New  - Opens the toolchain editor for creation of a new toolchain from scratch.
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¥ Import  - Provides a file browser dialog to allow the user to find and select one or more existing
toolchain file(s) and allow it to be copied to the "Toolchain Files Directory" displayed above the list
view. (Note that this option is different from the Project Files ListÕs Import function because the
user is making a copy of an existing toolchain from another location to the working directory
location. If the user intends on modifying a toolchain that is not located in the working toolchain
directory, then it is best to change the working toolchain directory to be that of the directory from
which the toolchain resides in.)

¥ Open -  Opens the currently selected toolchain from the list view into the toolchain editor.

¥ Remove  - Removes the currently selected toolchain from the list view. (Note that this option does
not delete the toolchain, but removes it from the list view only.)

¥ Clone  - Creates a copy of the currently selected toolchain and saves it to the "Toolchain Files
Directory".

¥ Change  - This opens a directory browser dialog to allow the user to change the directory to search
for and display all available toolchains in this toolchain list view.

Further, the user may define a "Toolchain Files Directory", a directory for the CTS to detect TCFG files
to automatically import into the toolchain file list.

4.3. Building a Toolchain Configuration File
The subsequent sections detail how to build a toolchain file and what each toolchain option means. To
begin, the user must click the "Create a Toolchain Configuration" button on the home page of the GUI.
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Figure 21. The Toolchain Configuration Builder with the General tab selected.

4.3.1. General Tab

The user must select the programming language the UoCs this toolchain are targeted towards. The
language must be the same as the candidate UoC('s) language it was programmed in.

Next, the user must select the type of segment that the toolchain utilized by. The user must select either
"IOSS/PCS/PSSS/TSS" or "OSS", as the process for testing for conformance for OSS segments are
different.

The user must then define the OSS profile(s) that the candidate UoC(s) satisfy. There may be more than
one profile that is supported by a UoC, and the user must select all that are applicable.

The "PATH addition" section allows the user to include any libraries a UoC may need while being built
or archived. The user may add file paths that include these library locations. For example, on Linux-
based systems if the user has installed gcc, including "/usr/bin", it is required to allow the toolchain to
recognize the path of the compiler.

The "Environment Variables Additions" section allows the user to define an environment variable
name and value. In the sample projects that are generated by the CTS, the environment variables are
"dummy" and "hello" with values "123" and " world," respectively.

4.3.2. File Extensions Tab
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Figure 22. The Toolchain Configuration Builder with the File Extensions tab selected.

The user must define each of the file extensions that their UoC(s) use:

¥ Choose the extension of the header/source files. o The extension should be the extension used by
the programming language that the segment uses.

¥ The user may choose the extension used for object files and libraries by the compiler

The user may choose to include the extension used for executable files by the compiler. (Leave blank
for no extension.)

4.3.3. Tools Tab
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Figure 23. The Toolchain Configuration Builder: Compiler Options on the Tools tab.

The user has a choice on which compiler they want to use to test their UoC(s), which must be defined in
the toolchain configuration file.

The "Compiler" section allows for the user to define the compiler executable needed to invoke the
compiler to build, execute, and archive. As described in the Theory of Operation , the user has the
option of testing a UoC using a target or host toolchain. According to their choice, the user might define
the toolchain configuration file differently.

The user must first define the compiler executable in the "Executable" field. It is recommended to
specify the exact compiler, not the compiler collection if possible (i.e. g over gcc, if constructing a
toolchain for C). Further, the user may click the ellipsis button on the right of the Executable field to
provide an absolute path to the compiler.

There are also fields to define processor-specific flags, and an output flags that a UoC might need to
successfully compile, link, and archive located below the "Executable" field as shown in the above
figure. The flags must instruct the tools to ignore any system included code such as standard headers
and libraries. The flags must also select the correct target language standard. Table 9 , Table 10, and
Table 11 provide the minimum set of equivalences the user must provide. These should be added when
using the target linker method.

Table 9  contains flags that are used to let the compiler know what language to compile.

IMPORTANT Due to the nature of how the CTS operates, compiler optimizations should not
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be used (e.g., -O0 for gcc) when compiling and linking. Otherwise, false results
could be reported.

Table 9. Language standard that the CTS supports for a specific language.

Language ISO Language Standard GNU Tools Example

C99 ISO C 1999 -std=c99

C++03 ISO C++ 2003 -std=c++03 (or c++0x on some compilers)

C++11 [1 - Chapter 1 ] ISO C++ 2011 -std=c++11

C++14 [1 - Chapter 1 ] ISO C++ 2014 -std=c++14

Ada ISO Ada 1995 -std=-gnat95

Ada ISO Ada 2012 -std=-gnat12

Table 10. Compiler flags for Non-OSS tests.

Purpose Flag

disable bundled headers -nostdinc (or -nostdinc++)

disable built-in functions -fno-builtin

Table 11. Linker flags for Non-OSS tests.

Purpose Flag

disable Built-in Libraries -nodefaultlibs -nostartfiles

NOTE For Ada segments, the user can choose a binder to use during the build procedure.

If the user is using a sample NonOSS toolchain for C and C++, the appropriate macro symbol should be
defined for the profile chosen as shown in Table 12. This symbol is used by the sample compiler
specific "allowed definitions" code and must be set for the associated toolchain files to operate. See
Allowed Definitions  for more information about "allowed definitions".

Table 12. The C and C++ Profile Macro Symbols for Sample Allowed Definition.

Profile Macro Symbol

General Purpose  -DFACE_GENERAL_PURPOSE_PROFILE

Safety Extended  -DFACE_SAFETY_EXTENDED_PROFILE

Safety Base  -DFACE_SAFETY_BASE_PROFILE

Security  -DFACE_SECURITY_PROFILE

If the user is configuring a C or C++ toolchain and intends to encode or decode video via the Vulkan
extensions [1 - Chapter 1 ], the appropriate macro symbol should be defined as shown in Table 13. This
symbol is used to enable portions of the Vulkan "Gold Standard Libraries" used by the CTS for the user
to compile and link against to ensure the extensions are being invoked as specified.

Table 13. Vulkan Video Encode and Decode Extension Macro Symbols for Testing. [1]

Vulkan Extension Macro Symbol

VK_KHR_video_decode_h264  -DFACE_CONFORM_VULKAN_DECODE_H264
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Vulkan Extension Macro Symbol

VK_KHR_video_decode_h265  -DFACE_CONFORM_VULKAN_DECODE_H265

VK_EXT_video_encode_h264  -DFACE_CONFORM_VULKAN_ENCODE_H264

VK_EXT_video_encode_h265  -DFACE_CONFORM_VULKAN_ENCODE_H265

As a part of the compilation process, UoCs may have external libraries linked to it. The "Linker" section
provides an area where the user may use the "Executable" field to produce the linking executable or
use the ellipsis button to define an absolute path. The CTS also provides a field to define processor
specific flags, an output flag, and specific library paths to be included in the linking process.

Figure 24. The Toolchain Configuration Builder: Linker Options on the Tools tab.

The "Archiver" section allows the user to define an archiver executable to create, modify, or extract
code from archives. The CTS provides fields to provide flags to customize exactly how the userÕs UoC
will be archived, as shown in the above figure.

Finally, the user must add a toolchain template file (with file extension .stg) by clicking the ellipsis
button. The toolchain template files contain templates that are used to format toolchain-related
commands for compilers.

After selecting the template and defining the various toolchain commands/flags above, the user may
click the refresh button next to the "Template Output" header in the below figure to show the example
commands the CTS will use based on the commands the user has configured and the selected template.
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NOTE
Without the toolchain template file, the toolchain will be invalid. Toolchain templates
for each FACE supported language can be found in the datafiles/stringtemplate folder
of the CTS.

Figure 25. The Toolchain Configuration Builder: Toolchain Template on Tools Template tab.

4.3.4. Compiler Specific Tab

Compiler Specific Functionality

There is compiler specific information that will be needed to conduct conformance tests. The
"Compiler Specific" tab allows the user to further define compiler parameters needed to successfully
test a UoC within the CTS. This information is stored in the compilerSpecific subdirectory.

In particular, the mapping between standard types in C/C++ and their exact definitions for a given
compiler will need to be specified. There may also be compiler specific built-in functions/methods that
cause linker errors even when compiler and linking against the OS gold standard libraries (i.e. __main,
__stack_chk_fail). There may be valid graphics related calls that are not called out specifically in the
standard.

You may add allowed functions to the conformance test by editing the "CompilerSpecific" source file.
This file can be edited in the Compiler Specific section of the toolchain configuration builder. You only
need to add a function stub, since these conformance test objects are never actually executed. The
compiler specific source file is included in the conformance report to show any functions that were
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used.

To specify the language mappings, the exact types need to be added to the toolchain file.

Compiler specific methods must be reported to the Verification Authority (VA) (and are included in the
Test Suite results).

Configuration

Exact Types:

For C and C++ testing, the exact size types must be configured according to the userÕs target OS. This is
done through the Compiler Specific tab. The user must consult their compilerÕs system definitions to
get the operating systemÕs defined intrinsic types. The user must then add the intrinsic types in their
respective fields to create a typedef mapping between the intrinsic type and FACE exact type needed
for testing.

Note : Mapping exact types is not required if the toolchain is intended for Ada or Java.

Figure 26. The Toolchain Configuration Builder, with the Compiler Specific tab selected.

Table 14. The list of intrinsic types that map to FACEÕs exact types.

Exact Type Description

FACE_int8_t 8-bit signed integer
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Exact Type Description

FACE_int16_t 16-bit signed integer

FACE_int32_t 32-bit signed integer

FACE_int64_t 64-bit signed integer

FACE_uint8_t 8-bit unsigned integer

FACE_uint16_t 16-bit unsigned integer

FACE_uint32_t 32-bit unsigned integer

FACE_uint64_t 64-bit unsigned integer

FACE_size_t Unsigned integer type of the result of sizeof()

Null Definition:

In the "NULL Definition" section, the user must define what NULL means for their target operating
system, as compilers may define NULL differently. The NULL type must be configured according to the
system-defined value for "NULL". This may be done by entering the null TYPES in the null definition,
shown in below figure.

Figure 27. The Toolchain Configuration Builder with the Compiler Specific tab selected.

The user may add allowed definitions in the "Allowed Definitions" section, shown in the below figure.
By adding an allowed definition, the user lets the compiler know what the UoC uses outside of the
OSSÕs boundaries. By default, an allowed definition must define an entry point. For example, if the UoC
the toolchain is intended for is an IOSS or TSS, the user must define device driver calls as an allowed
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definition. Furthermore, there may also be compiler specific built-in functions/methods that cause
linker errors even when compiling and linking against the OS GSL (i.e. __main, __stack_chk_fail) that
the user must add as an allowed definition. When a UoC is compiled and linked, the allowed
definitions must be included.

Allowed Definitions:

To write an allowed definition, the user needs to add a function stub and a simple function body, since
these conformance test objects are never actually executed. This allows for the link test to return with
errors. An example of an allowed definition is shown in the below figure. The compiler specific source
file is also included in the conformance report to show any functions that were used. Compiler specific
methods must be reported to the Verification Authority (VA) (and are included in the CTS results).

There may be valid graphics related calls that are not called out specifically in the Technical Standard.
If the user is creating a UoC with a graphical component, the user must utilize the "OpenGL Definition"
section by checking the "OpenGL" checkbox. Then, the user must select what version(s) of OpenGL they
are using and link the EGL API, GL2 API, and KHR API platform header files. These headers define
specific function declarations and type definitions for the CTSÕs use for testing graphical interfaces
within the UoC(s).

To add an allowed definition, the user must click the "" button on the left of the allowed definitions
pane. When the "" is pressed, the user can write definitions directly within the CTS. The user must add
the code to the header and source tabs by editing the text area.
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Figure 28. The Allowed Definition editor.

4.3.5. Notes Tab

The user has the ability, if needed, to take unique notes on a certain toolchain. This allows the user to
quickly notate specific functionality that the toolchain contains and is shown to the user on the main
"Toolchain File List" interface, in the far-right column.
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Figure 29. The Project Configuration Builder with the Notes tab selected.
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Chapter 5. Project Configuration File

5.1. Introduction
The project configuration file contains all UoC object paths, dependencies, and settings in order to
accurately test a UoC for conformance within the CTS. By defining a project configuration file within
the CTS, a .pcfg file is created with the userÕs selected options. This .pcfg file is used by other tools
contained in the CTS to test a UoC for conformance.

5.2. Project Files List
The Project Files List can be accessed by selecting the File from the navigation bar, and "Projects" from
the dropdown.

Figure 30. The Project Files List.

This view represents a working sandbox view of project files that have been created or recently edited.
Selecting a project from this list view will provide access to the following options:

¥ New  - Opens a new file dialog to create an empty project from scratch.

¥ Import  - Provides a file browser dialog to allow the user to find an existing project file and allow it
to be added to the list view.
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¥ Open -  Opens the currently selected project from the list view.

¥ Remove  - Removes the currently selected project from the list view. (Note that this option does not
delete the project but removes it from the list view only)

¥ Clone  - Creates a copy of the currently selected project and saves it at the same location as the
original

¥ Test Project  - Executes the test procedure on the currently selected project.

5.3. Building a Project Configuration File
The following subsections detail each option available to the user in the Project Configuration builder.
Sections 7.2 and 7.3 explain how to set the project configuration file for a specific UoC type (PCS, PSSS,
TSS, IOSS, and OSS) through the CTS. Unlike toolchain configuration files, one project configuration file
is defined for every FACE UoC.

Upon opening a project configuration file within the CTS, the user will see the Project Configuration
Builder interface.

5.3.1. General Tab

Figure 31. The Project Configuration Builder with the General tab selected.

For project configuration files to construct file paths, the user must define a base directory in the "Base
Directory" field. All files that are then selected within the project configuration file containing a
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relative path to the absolute file, based on this base directory. For example, if the user declared their
base directory to be "/home/user/CTS," and decided wanted to select a toolchain file located at
/home/user/CTS/test-toolchain.tcfg, the toolchain path will be just "test-toolchain.tcfg."

The user must then select the FACE UoC segment the UoC is (PCS, PSS, TSS, IOS, OSS), the language the
UoC is programmed in, and OSS profile that the UoC reflects.

In FACE UoC development, the operating environment must be defined. The user must select the
environment for which the UoC is targeted to operate. There are options for POSIX, ARINC653, and POSIX

ARINC653.

Additionally, when certain programming languages are selected (e.g., C++11 or C++14), Native Language

will appear as an operating environment option. [1 - Chapter 1 ]

¥ ARINC 653: For an OSS UoC providing ARINC 653 APIs, this indicates the UoC provides all the required
ARINC 653 APIs for the selected profile in the FACE Technical Standard (further inputs are required
in the Objects/Libraries tab as described later). For all other UoCs, this indicates the UoC may use
any of those ARINC 653 APIs provided by another OSS UoC as required by the standard.

¥ POSIX: For an OSS UoC providing POSIX APIs, this indicates the UoC provides all the required POSIX
APIs for the selected profile in the FACE Technical Standard (further inputs are required in the
Objects/Libraries tab as described later). For all other UoCs, this indicates the UoC may use any of
those POSIX APIs provided by another OSS UoC as required by the standard.

¥ POSIX ARINC 653: For an OSS UoC providing POSIX and ARINC 653 APIs, this indicates the UoC provides
all the required POSIX APIs for the selected profile in the FACE Technical Standard, and the subset
of required ARINC 653 APIs that an OSS UoC in a POSIX environment can provide as defined in the
FACE Technical Standard (further inputs are required in the Objects/Libraries tab as described
later). For all other UoCs, this indicates the UoC may use any of those POSIX APIs or the subset of
ARINC 653 APIs provided by another OSS UoC in a POSIX environment as required by the standard.

¥ Native Language
[1 - Chapter 1 ]: For an OSS UoC providing Native Language APIs, this indicates the UoC

provides only the programming language APIs for the selected profile in the FACE Technical
Standard (further inputs are required in the Objects/Libraries tab as described later). For all other
UoCs, this indicates the UoC can only use the programming language as described by the capability
set in the Technical Standard and cannot use POSIX or ARINC 653 APIs.

Selecting the "Use Native Language Capability" [1 - Chapter 1 ] indicates a UoC uses or provides the threading
(or tasking) model inherent to the selected programming language. For an OSS UoC, tests are
performed to determine whether the corresponding programming language APIs and features
described in the FACE Technical Standard are provided. For all other UoCs, this tests the usage of the
APIs and features.

For an OSS UoC the POSIX Multi Process APIs can all be tested per the FACE Technical Standard if the
Use Multi Process APIs checkbox is selected. For other segments this Use Multi Process APIs checkbox,
if checked, will indicate that the UoC may use these APIs.

If the user has selected ARINC653 or POSIX ARINC653 as their target operating environment, the "ARINC653
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Part 1 Version" options will be available for selection. This defines which ARINC 653 version the UoC is
targeted towards.

The user has the option to select what OpenGL/Vulkan [1 - Chapter 1 ] APIs the UoC uses, if at all.

The user must input the toolchain configuration file the candidate UoC must be compiled with.
Toolchain Configuration Files  contain more information about toolchain configuration files. The user
may either use an existing or sample toolchain file, or create a new toolchain configuration by
following the procedure from the Toolchain Configurations Files section.

Finally a UoP name must be set and this name must match the name given to it in the data model they
will be using for PCS and PSSS UoCs.

5.3.2. Data Model Tab

Figure 32. The Project Configuration Builder with the Data Model tab selected.

The Data Model tab allows the user to provide the location of the SDM and USM. The ellipses buttons at
the right of each input field allows the user to provide an absolute path via file dialogue.

In case the user decided to define every entity as unique in their USM, they must check "Entity
Uniqueness" under the USM field. If the user decided to define every observable as unique in the USM,
they must check "Observable Uniqueness" under the USM field.

Finally, the user may select which PCS or PSSS UoC model element corresponds to the UoC under test.

Chapter 5. Project Configuration File 5.3. Building a Project Configuration File

CONFORMANCE TEST SUITE USER MANUAL 55



The dropdown list will be automatically populated when a valid USM is entered in the USM field. Once
a model element is selected, the "Associated Connections" text box will automatically populate with the
relevant views for that UoC.

5.3.3. Gold Standard Libraries Tab

The GSL tab allows the user to specify the location the GSLs will be generated.

Figure 33. The Project Configuration Builder with the Gold Standard Libraries tab selected.

The user must use the ellipses button on the right of the "GSL Directory" field to select a path for the
GSLs to be generated.

5.3.4. Objects/Libraries Tab

The Object/Libraries tab allows the user to define a UoCÕs dependencies, either object file or source
code location, and select the FACE Interfaces that a candidate UoC uses/provides.
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Figure 34. The Project Configuration Builder with the Objects/Libraries tab selected.

The CTS has no knowledge of how the object files 'include' a header, so the user must define all
locations that an invoked header is used from. In the VA process, the user must supply these headers to
the VA along with the respective file structure as defined in the project configuration file.

The user must supply both the paths of the directories and the absolute path of the files that must be
included for the UoC.
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Figure 35. The Project Configuration Builder with the Objects/Libraries tab selected.

As per Target Linker Method The user may provide object files for conformance testing. In the "Provide
Segment Objects/Libraries" section of the user interface, the user may select the object files for the UoC
under test. This section of the Objects/Libraries interface is shown in the above figure. Alternately, the
user may choose to provide source files to generate Objects/Libraries from source as explained in Host
Linker Method . The section that allows the user to define the location of their source files is show in
the below figure.
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Figure 36. The Project Configuration Builder with the Objects/Libraries tab selected.

The user must specify the absolute path of their concrete implementation of Factory Functions for
their UoC. More information about Factory Functions and how the user creates a Factory Functions for
specific UoC types can be found in Sections 7.2.1.3 and 7.3.2.1.2.

The user must select any interfaces used in the candidate UoC. It is important to note that there is a
difference between a "provided" interface and a "used" interface. If the user provides a "used"
interface, the user must supply an injectable for that interface.

Chapter 5. Project Configuration File 5.3. Building a Project Configuration File

CONFORMANCE TEST SUITE USER MANUAL 59



Figure 37. The Project Configuration Builder with the Objects/Libraries tab selected.

The section to define Life Cycle Management (LCM) interface implementations are shown in the above
figure if the user supplies an LCM Stateful interface.

¥ For PCS/PSSS UoCs, the associated datatypes must be modeled in the USM. The CTS will pull those in
order to generate the Stateful interface.

¥ For TSS and IOSS UoCs, since USM is not required, the user must give the CTS information on the
LCM Stateful interface via the "Reported Type Name" field, "Reported Type Data Model Name" field,
"Request Type Name" field, and the "Request Type Data Model Name" field. Each of the Stateful
interfaces provides a mechanism to transition a UoC between states. However, the Reported and
Requested types are typically a different list of potential states, thus resulting in two different
enumerated datatypes.

! The Reported state includes all potential states that a UoC can be in.

! The Requested state includes the states that an external agent can request a state change to.

The section to define used FACE Interfaces is shown in the below figure. For used Stateful interfaces,
the user must provide the interfaces that the UoC is going to use to transition another UoC.
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Figure 38. The Project Configuration Builder with the Objects/Libraries tab selected.

The section to define used LCM Stateful interfaces is shown in below figure. Here, the user must
provide the interfaces that the UoC is going to use to transition another UoC.
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Figure 39. The Project Configuration Builder with the Objects/Libraries tab selected.

5.3.5. Notes Tab

The user may add notes to uniquely identify a certain project configuration. Anything the user writes
will show in the Project File List for quick selection.
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Figure 40. The Project Configuration Builder with the Notes tab selected.

5.3.6. Project Info Tab
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Figure 41. The Project Configuration Builder with the Project Info tab selected.

The Project Info tab provides information about the project configuration file that has been defined in
other sections of the Project Configuration Builder. The user cannot edit any of these sections, rather,
they may edit other sections. Changes in other sections are reflected in the overall project. The above
figure shows the Project Info tab for the Project Configuration Builder that does not have any options
selected, and thus does not have any project information except the detected OS version.
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[0] Testing for Vulkan 1.2 and Vulkan SC 1.0 was introduced in "FACE Technical Standard, Edition 3.2"
and not available in Editions 3.0 or 3.1.
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Chapter 6. Sample Project and Toolchain
Configuration Files
Optionally, the user may generate CTS-provided sample projects and generate toolchain files using an
included python script. These must be generated using the testUtility.py script, found in the [root
directory of CTS]/sample directory.

Sample projects and toolchains are provided for each FACE segment.

¥ For TSS segments, the UoC name is assumed to be "UOPName."

¥ For IOSS segments, the UoC name is assumed to be "UOPName."

¥ For PCS, the UoP name is taken from the sample data model and is set to "UoP1"

¥ For PSSS, the UoP name is "UoP2" (also per the sample data model).

Folders under the 'sample' directory are as follows:

¥ projects - contains sample projects for all languages.

¥ toolchains - sample toolchains.

¥ datamodels - sample data model used by sample projects.

6.1. Build Flags
Generating all samples at once may not be feasible for the user. Luckily, the testUtility.py script allows
for flags that delimit sample generation based on language, profile, FACE segment, and others.

To avoid longer build times, it is recommended that the user may want to set their build flags to build
one language at a time ("-c", "-p", "-a", and "-j").

Table 15. A list of all possible flags in executing the testUtility.py script.

Flag Usage

-h, --help Shows the help message and lists all possible flags.

-w, --windows Running this script on Windows

-a, --ada Enables Ada

-c, --c Enable C99

-p, --cpp Enable C++03

-j, --java Enable Java

--cpp11 Enable C++11 [1 - Chapter 1 ]

--cpp14 Enable C++14 [1 - Chapter 1 ]

-y, --pcs Generate PCS Test

-s, --psss Generate PSSS Test

-t, --tss Generate TSS Test
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Flag Usage

-i, --ios Generate IOSS Test

-o, --oss Generate OSS Test

--general Generate General Purpose OS Segment Profile

--safety_base Generate Safety Base OS Segment Profile

--safety_ext Generate Safety Extended OS Segment Profile

--security Generate Security OS Segment Profile

-e, --projects Generate project (PCFG) files from all PCFG templates found in each language directory

-l, --toolchains Generate toolchain files and generate toolchain-related files from all TCFG templates
found in each language directory

-g, --build_gsls Build all GSLs (Gold Standard Libraries) for each enabled language into build_GSL subdir
of tests/uops/[lang] (only necessary for running OSS project files which reference the GSLs
in this directory)

-u, --build_uocs Build UoPs/UoCs for each enabled language

-r, --run Run all project (PCFG) files in each language directory

-q, --quick Run steps --projects, --build_uocs, and --run for enabled languages

-n, --gen_only Runs steps --projects, --toolchains, --build_gsls, and --build_uocs for enabled languages

These flags may be mixed and matched. For example, if the user chooses to generate C and C++ for
profiles General and Security, the user can use the below command to build C/C++ samples and
generated files for the profiles General/Security samples:

python testUtility.py --gen_only -cp --general --security

6.2. Linux Generation
Navigate to the top-level directory of CTS. Then, navigate to the "sample" subdirectory:

cd sample

If the user chooses to generate sample tests for all provided languages (C, C++, Ada, and Java) they can
use the below command to generate all samples project configuration files, toolchain configuration
files, gold standard libraries, and build the generated UoCs:

python testUtility.py --gen_only

NOTE
Users should expect longer time to generate all the possible project & toolchain
configurations.

6.3. Windows Generation
Set the JAVA_HOME variable to JDK 8 in order to be able to build the Java sample projects.
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export JAVA_HOME=$JDK8_HOME

(This is not required if only the C/C++/Ada samples will be generated).

IMPORTANT:  Open a Windows command prompt. All sample generation must be in the Windows
command prompt.

Navigate to the top-level directory of CTS. Then, navigate to the "sample" subdirectory:

cd C:\CTS\conformancetestsuite\sample

If the user chooses to generate sample tests for all provided languages (C, C++, Ada, and Java) they can
use this command to build all samples and generated files for the samples:

python testUtility.py --gen_only

WARNING : Generating all sample project and toolchain configurations will take a long time (about 2.5
hours). The user should use at their own discretion.

A successful generation of the samples will result in no errors from the generation logs and populated
folders under the 'sample' directory:

¥ projects - contains sample projects for all languages. Source code for C/C++/Ada is stored alongside
the project.

¥ toolchains - sample toolchains.

¥ datamodels - sample data model used by sample projects.

NOTE

The testUtility.py script generates project files for the CTS (files with extension .pcfg)
from templates. These templates are not native CTS projects. They are used only for the
sample projects, since the project file requires an absolute path as the base directory
for the project. The testUtility.py script generates the project files using the userÕs
systemÕs path to the CTS. The template files (files with extension .pcfgtemplate) are not
complete CTS files and cannot be opened with the CTS GUI.

The samples provided are configured for a GCC / GNAT based toolchain. In order to use a different
toolchain, modify toolchain configuration template file (files with extension .tcfgtemplate) for the
desired language with a text editor. Then, rerun testUtility.py with "-e -l" flags to regenerate the
toolchain configurations:

On Windows:

python testUtility.py --gen_only -e -l

On Linux:
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python testUtility.py --gen_only -e -l

There are some sample OSS projects that are included with Linux but are not included with the
Windows distribution. This difference is some of the sample OSS projects (C and C++) for Windows fails
due to MINGW not being FACE conformant.

6.3.1. Regarding Failing Test Results and Shared Data Model

Part of the full conformance test is a test of the data model provided by the project, where applicable.
Part of the data model test involves testing of the SDM, which is not included in the CTS distribution.
Therefore, for all sample projects, the USM is used for both the USM and SDM. Because of this, the SDM
portion of the data model test will fail. Since the data model test fails, the overall test result is marked
as failed in the test report and the CTS. However, if the user examines the report, they can that see the
rest of the test results are shown separately as PASS.

For the sample projects, the expected result is PASS for all sample projects except for the
C_OSS_POSIX.pcfg and

CPP_OSS_CPP03.pcfg tests on Linux and all the C and C++ OSS tests on Windows. (This is because both
Linux and Windows are not FACE Conformant).
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Chapter 7. Testing a UoC

7.1. Overview
A high-level overview of the steps a user will follow to test a UoC is as follows:

1. Create the data model (USM) for your UoC (if your UoC uses or provides any type-specific interface -
the TSS Type Specific or Life Cycle Management (LCM) Stateful interfaces).

2. Create a toolchain for your specific compiler/linker/archiver tools, either from scratch or basing it
off one of the sample toolchains. The sample toolchains can also be used directly if desired. The
toolchain information is saved in a toolchain configuration file (.tcfg).

3. Create a basic project by specifying the profile, segment, interfaces the UoC implementation and
interfaces it uses, and the data model (if appropriate). The projection information is saved in a
project configuration file (.pfcg).

4. Run the "Generate GSLs/Interface" button in the toolbar. This will generate all the interface headers
(C/C++) / Ada spec files / Java files for the interface that UoC can access or will implement. These
files will be placed into a subfolder of the folder specified in the project as the "Gold Standard"
folder (the relative path of the subfolder is include/FACE). This process also generates a text file in
this location with all the include paths the user should use to compile their code for conformance.

5. The user writes their implementation code that implements each interface being provided by the
UoC from these generated interfaces created in the previous step. For example, for C++ and Java,
the implementation is a derived class for each interface being provided. The base/abstract class is
the interface class provided in the Gold Standard subfolder include/FACE as generated by the CTS.
For C and Ada, one must create implementations of the functions/procedures. Next, for each FACE
interface that the UoC is to "use" (access), the user must also implement the Injectable interface for
that interface.

6. User compiles their UoC code using the generated headers or spec files or Java files (depending on
language) and the include paths (compiler paths or class paths) provided in the generated text file.
Alternatively, source files can be provided, and the CTS will build them into object or class files
using the toolchain configuration.

7. User completes their CTS project configuration by pointing it to the implementation object files (or
classes for Java) and runs the CTS.

7.2. Testing a Portable Components Segment (PCS) UoC
The following subsections details instructions to successfully generate a valid project configuration file
for a PCS UoC and how to run a test using the Conformance Test Suite. More information about each
projection configuration option can be found in the subsections of Project Configuration Files.

7.2.1. What the User Must Provide

The user must provide the following inputs to the CTS:
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¥ The projectÕs object files (C/C++/Ada) or class/jar files (Java). Alternatively, source files can be
provided, and the CTS will build them into object or class files using the toolchain configuration.

¥ The projectÕs header files (C/C++) or spec files (Ada).

¥ The projectÕs USM.

¥ The projectÕs toolchain file.

7.2.2. Test Procedures

Providing Project Context

1. Successfully install the CTS.

2. Start the conformance test suite by running the run_CTS_GUI.py script in the main test suite
directory from the command line.

Figure 42. Conformance Test Suite main menu

3. Import or create a new Project Configuration file by clicking "Create a Project Configuration".
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Figure 43. Create New Project Configuration

4. Fill in Project Name and Project Location then press Ok to launch the project configuration builder.

5. Navigate to the project configuration builder.

Figure 44. Project Configuration Builder General tab

6. Fill in all options on the General tab for

a. Base Directory

b. Select "PCS" as segment

c. The Language the candidate UoC was written in
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d. The OSS profile the candidate UoC was intended

e. The intended operating environment of the UoC

i. Enable POSIX multi process APIs if required

ii. If ARINC653 or POSIX ARINC653 was selected as the operating environment, select what ARINC653
version is required

iii. Enable use of the programming language thread or task model if required [1 - Chapter 1 ]

f. If the UoC contains graphics API calls, select from the OpenGL/Vulkan [1 - Chapter 1 ] dropdown

NOTE
If the PCS UoC encodes or decodes video using the Vulkan extensions identified
in the Technical Standard, then the user should ensure the toolchain used for
conformance testing includes the macros identified in Table 13.

g. Add the targeted toolchain path

h. Set the UoC name

7. Select the Data Model tab to display the data model information below.

a. Set the path to the SDM and USM. This directory is relative to the base directory set in the
General tab.

Figure 45. Data Model tab
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8. Select the Gold Standard Libraries tab to display the options below.

a. Set the directory where the gold standard libraries will be generated and stored for the test.

NOTE This directory is relative to the base directory set in the General tab.

Figure 46. Gold Standard Libraries tab

9. Select the Objects/Libraries tab to display the portable components options shown below. If a UoC
requires one or more of its client connections to be tested using the TS Type-Extended TypedTS
interface, check "Uses" the TypedTS Extended. When "Uses" is enabled, each connection checked
will generate a TS Type-Extended TypedTS interface in the Gold Standard Library. Otherwise, a
separate TypedTS interface will be generated for the given types for each client connection.

10. For C/C++ projects, use the list boxes to add the include files and include paths (if applicable) for the
concrete interface implementations provided by the UoC. All 'include files' must exist in one of the
'include paths'. Any files included by the concrete implementation of Factory Functions must exist
in one of the Include Paths specified. More details about Factory Functions are found in Section
7.2.2.3. More information about all options in the Object/Libraries tab are detailed in Project
Configuration Files Obb/Lib tab .

a. If the user is providing object files for their UoC, before providing the userÕs object or library
files, they must build them against the Gold Standard Library headers. The CTS will generate
the FACE headers for any interface the UoC uses so that the user can build their source code
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against those. Skip selecting the UoCÕs object files until the user has generated the GSLs and
FACE headers and has built their UoC code against these headers. Therefore, skip the section on
selecting object files for now.

Figure 47. Include Paths and Files

11. Scroll down and select any of the FACE Interfaces the UoC implements. If the Life Cycle
Management (LCM) Stateful interface is implemented, the datatypes are defined by the architecture
model selected.
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Figure 48. Life Cycle Management

12. Scroll down and select the FACE Interfaces that are used by the UoC. The UoC must provide an
Injectable interface for each FACE Interface it uses. By specifying the candidate UoC "uses" a given
interface, it indicates that it implements an Injectable Interface for that interface, and this will be
tested by the CTS.
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Figure 49. FACE Interfaces Used

13. Scroll down and enter the information regarding any FACE Life Cycle Management Stateful
interfaces that are used by the UoC. If none are used, leave this section blank. Multiple Life Cycle
Management Stateful interfaces may be used by a UoC. The required information for each Stateful
interface are:

i. the data model and datatype name of the reported datatype

ii. the data model and datatype name of the request datatype
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Figure 50. Life Cycle Management Interfaces Used

Generating the Gold Standard Libraries

In order to build the userÕs source code, the user will need FACE interface headers for any interfaces
the UoC uses. For a PCS the user will need any TSS headers the UoC code uses, as standardized in the
FACE Technical Standard. The CTS will generate these headers for the user. Click the Generate GSLs
Button in the upper left corner of the window as shown below to generate the FACE headers as well as
the GSL.

Figure 51. The GSL generation button.
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If providing objects for the userÕs UoC, the user may now build their objects using the FACE headers
generated into the GSL directoryÕs 'include/FACE' subdirectory. Examine the contents of this directory
to see the standardized header names of all non-OSS FACE Interfaces. Note that for C/C++ all FACE
headers should be included with the relative path starting from the FACE directory, for example:
"FACE/IOSS/Analog.hpp" The include directories to be used are described in a generated README file
in the GSL directory. OSS include directories are listed and are in specific subfolders of the CTS folder
goldStandardLibraries. When the user builds their object code for a UoC, the user will need to include
these subfolders and include any FACE headers as "FACE/[name of header file]". (Note that the headers
in this subdirectory are deleted each time the test is run, so do not store any project files in this
directory.)

The GSL libraries will be generated into the GSL Directory. The user may wish to use the GSLs during
development to check that their code builds against them, but there is no need to include them in their
CTS project. The CTS will rebuild the appropriate GSLs when the user runs the conformance test and
links them as part of the test.

In the "Provide Segment Objects/Libraries" section of the Objects/Libraries tab, the user must enter the
full pathnames of the projectÕs object and/or library files. The user may add each object file. The user
may also choose the directory where object files are located. All object files in the directory specified as
well as object files in subdirectories will be chosen. A combination of directories and object/library
files may be specified.

Figure 52. The Project Configuration Builder, with the Objects/Libraries tab selected.
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Factory Functions

FACE Interfaces, including Injectable Interfaces, are empty declarations. In order to properly test the
userÕs code against the FACE CTS, the user must provide a file that contains a concrete implementation
for each interface needed for the UoC provided. This is called a "Factory Function."

NOTE

Once the user creates their Factory Function declaration and the user runs the
conformance test, a test file declares a pointer to a FACE interface. Then, the CTS
instantiates it by calling the Factory Function implementation that the user provided.
Once instantiation is complete, it calls each method defined in the interface to ensure
complete adherence to the interface.

Generation

To determine which factory functions are necessary, the user must generate the GSL for their project.
After generation, the user must find a generated header/spec file named, "CTS_Factory_Functions" in
the generated subfolder 'build/GSL/include', which will contain required interfaces.

Providing a Factory Function Implementation

The user must take note of the "CTS_Factory_Functions" file that was generated by the GSLs. The user
must provide a file that implements each of these functions. The following paragraphs detail what the
user must do per each language the userÕs UoC implements.

For C/C++, this file (CTS_Factory_Functions .h or .hpp) will contain the declarations of all expected
factory functions that the CTS requires for testing the userÕs UoC. The implementation for each
function must instantiate the corresponding concrete class and return a pointer to that object (the
return type will be a pointer to the FACE 'abstract' class). Returning a null pointer is not acceptable.
This source file must be provided with the userÕs project and will be reviewed to ensure it instantiates
the userÕs UoCÕs concrete class for that interface.

For Ada, this will generate a spec file (.ads) cts_factory_functions.ads which has the procedures the
user must implement in the source file. The source file for Ada must be named
"cts_factory_functions.adb" and implement each of these procedures, returning a concrete version of
each type as an access type. In the text field labeled "Source file with factory functions for interfaces
provided (C/C++/Ada only)", use the 'É' button to the right to browse for the source file. Any header
files included by the source file must exist in one of the Include Paths specified above.

For Java, a source file named CTS_Factory_Functions.java will be generated in the factory/ subfolder
(package subfolder). The user must fill in the implementation of each function, add any imports, and
add this to the userÕs project in the CTS in this file field. Note that this file will NOT be overwritten so if
the interfaces the UoC uses have changed, the user must delete their file in order to regenerate a new
one with the new set of functions to implement.

Validating and Testing a Project

1. Select  to verify that the Project Configuration File is valid.
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2. Click the  button at the top of the screen to test the segment. (This may take a few minutes).
The results will be written to a PDF file. The directory of the results file will be in the directory of
the project configuration file. This directory path will be listed in the "Output File Location" of the
Conformance Test Results page.

7.3. Testing a Platform Specific Services Segment (PSSS)
UoC
The following subsections details instructions to successfully generate a valid project configuration file
for a PSSS UoC and how to run a test using the Conformance Test Suite. More information about each
projection configuration option can be found in the subsections of Project Configuration Files.

7.3.1. What the User Must Provide

The user must provide the following inputs to the CTS:

¥ The projectÕs object files (C/C++/Ada) or class/jar files (Java). Alternatively, source files can be
provided, and the CTS will build them into object or class files using the toolchain configuration.

¥ The projectÕs header files (C/C++) or spec files (Ada).

¥ The projectÕs USM.

¥ The projectÕs toolchain file.

7.3.2. Test Procedures

Providing Project Context

1. Successfully install the CTS.

2. Start the conformance test suite by running the run_CTS_GUI.py script in the main test suite
directory from the command line.
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Figure 53. Conformance Test Suite main menu

3. Import or create a new Project Configuration file by clicking "Create a Project Configuration".

Figure 54. Create New Project Configuration

4. Fill in Project Name and Project Location then press Ok to launch the project configuration builder.

5. Navigate to the project configuration builder.
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Figure 55. Project Configuration Builder General tab

6. Fill in all options on the General tab for

a. Base Directory

b. Select "PSS" as segment

c. The Language the candidate UoC was written in

d. The OSS profile the candidate UoC was intended

e. The intended operating environment of the UoC

i. Enable POSIX multi process APIs if required

ii. If ARINC653 or POSIX ARINC653 was selected as the operating environment, select what ARINC653
version is required

iii. Enable use of the programming language thread or task model if required [1 - Chapter 1 ]

f. If the UoC contains graphics API calls, select from the OpenGL/Vulkan [1 - Chapter 1 ] dropdown

NOTE
If the PSSS UoC encodes or decodes video using the Vulkan extensions identified
in the Technical Standard, then the user should ensure the toolchain used for
conformance testing includes the macros identified in Table 13.

g. Add the targeted toolchain path

h. Set the UoC name
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7. Select the Data Model tab to display the data model information below.

a. Set the path to the SDM and USM. This directory is relative to the base directory set in the
General tab.

Figure 56. Data Model tab

8. Select the Gold Standard Libraries tab to display the options below.

a. Set the directory where the gold standard libraries will be generated and stored for the test.

NOTE This directory is relative to the base directory set in the General tab.
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Figure 57. Gold Standard Libraries tab

9. Select the Objects/Libraries tab to display the portable components options shown below. If a UoC
requires one or more of its client connections to be tested using the TS Type-Extended TypedTS
interface, check "Uses" the TypedTS Extended. When "Uses" is enabled, each connection checked
will generate a TS Type-Extended TypedTS interface in the Gold Standard Library. Otherwise, a
separate TypedTS interface will be generated for the given types for each client connection.

10. For C/C++ projects, use the list boxes to add the include files and include paths (if applicable) for the
concrete interface implementations provided by the UoC. All 'include files' must exist in one of the
'include paths'. Any files included by the concrete implementation of Factory Functions must exist
in one of the Include Paths specified. More details about Factory Functions are found in Section
7.3.2.3. More information about all options in the Object/Libraries tab are detailed in Project
Configuration Obj/Lib tab .

a. If the user is providing object files for their UoC, before providing the userÕs object or library
files, they must build them against the Gold Standard Library headers. The CTS will generate
the FACE headers for any interface the UoC uses so that the user can build their source code
against those. Skip selecting the UoCÕs object files until the user has generated the GSLs and
FACE headers and has built their UoC code against these headers. Therefore, skip the section on
selecting object files for now.
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Figure 58. Include Paths and Files

11. Scroll down and select any of the FACE Interfaces the UoC implements. If the Life Cycle
Management (LCM) Stateful interface is implemented, the datatypes are defined by the architecture
model selected.
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Figure 59. Life Cycle Management

12. Scroll down and select the FACE Interfaces that are used by the UoC. The UoC must provide an
Injectable interface for each FACE Interface it uses. By specifying the candidate UoC "uses" a given
interface, it indicates that it implements an Injectable Interface for that interface, and this will be
tested by the CTS.
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Figure 60. FACE Interfaces Used

13. Scroll down and enter the information regarding any FACE Life Cycle Management Stateful
interfaces that are used by the UoC. If none are used, leave this section blank. Multiple Life Cycle
Management Stateful interfaces may be used by a UoC. The required information for each Stateful
interface are:

i. the data model and datatype name of the reported datatype

ii. the data model and datatype name of the request datatype
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Figure 61. Life Cycle Management Interfaces Used

Generating the Gold Standard Libraries

In order to build the userÕs source code, the user will need FACE interface headers for any interfaces
the UoC uses. For example, for a PCS the user will need any TSS headers the UoC code uses, as
standardized in the FACE Technical Standard. The CTS will generate these headers for the user. Click
the Generate GSLs Button in the upper left corner of the window as shown below to generate the FACE
headers as well as the GSL.

Figure 62. The GSL generation button.

If providing objects for the userÕs UoC, the user may now build their objects using the FACE headers
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generated into the GSL directoryÕs 'include/FACE' subdirectory. Examine the contents of this directory
to see the standardized header names of all non-OSS FACE Interfaces. Note that for C/C++ all FACE
headers should be included with the relative path starting from the FACE directory, for example:
"FACE/IOSS/Analog.hpp" The include directories to be used are described in a generated README file
in the GSL directory. OSS include directories are listed and are in specific subfolders of the CTS folder
goldStandardLibraries. When the user builds their object code for a UoC, the user will need to include
these subfolders and include any FACE headers as "FACE/[name of header file]". (Note that the headers
in this subdirectory are deleted each time the test is run, so do not store any project files in this
directory.)

The GSL libraries will be generated into the GSL Directory. The user may wish to use the GSLs during
development to check that their code builds against them, but there is no need to include them in their
CTS project. The CTS will rebuild the appropriate GSLs when the user runs the conformance test and
links them as part of the test.

In the "Provide Segment Objects/Libraries" section of the Objects/Libraries tab, the user must enter the
full pathnames of the projectÕs object and/or library files. The user may add each object file. The user
may also choose the directory where object files are located. All object files in the directory specified as
well as object files in subdirectories will be chosen. A combination of directories and object/library
files may be specified.

Figure 63. The Project Configuration Builder, with the Objects/Libraries tab selected.

Factory Functions
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FACE Interfaces, including Injectable Interfaces, are empty declarations. In order to properly test the
userÕs code against the FACE CTS, the user must provide a file that contains a concrete implementation
for each interface needed for the UoC provided. This is called a "Factory Function."

NOTE

Once the user creates their Factory Function declaration and the user runs the
conformance test, a test file declares a pointer to a FACE interface. Then, the CTS
instantiates it by calling the Factory Function implementation that the user provided.
Once instantiation is complete, it calls each method defined in the interface to ensure
complete adherence to the interface.

Generation

To determine which factory functions are necessary, the user must generate the GSL for their project.
After generation, the user must find a generated header/spec file named, "CTS_Factory_Functions" in
the generated subfolder 'build/GSL/include', which will contain required interfaces.

Providing a Factory Function Implementation

The user must take note of the "CTS_Factory_Functions" file that was generated by the GSLs. The user
must provide a file that implements each of these functions. The following paragraphs detail what the
user must do per each language the userÕs UoC implements.

For C/C++, this file (CTS_Factory_Functions .h or .hpp) will contain the declarations of all expected
factory functions that the CTS requires for testing the userÕs UoC. The implementation for each
function must instantiate the corresponding concrete class and return a pointer to that object (the
return type will be a pointer to the FACE 'abstract' class). Returning a null pointer is not acceptable.
This source file must be provided with the userÕs project and will be reviewed to ensure it instantiates
the userÕs UoCÕs concrete class for that interface.

For Ada, this will generate a spec file (.ads) cts_factory_functions.ads which has the procedures the
user must implement in the source file. The source file for Ada must be named
"cts_factory_functions.adb" and implement each of these procedures, returning a concrete version of
each type as an access type. In the text field labeled "Source file with factory functions for interfaces
provided (C/C++/Ada only)", use the 'É' button to the right to browse for the source file. Any header
files included by the source file must exist in one of the Include Paths specified above.

For Java, a source file named CTS_Factory_Functions.java will be generated in the factory/ subfolder
(package subfolder). The user must fill in the implementation of each function, add any imports, and
add this to the userÕs project in the CTS in this file field. Note that this file will NOT be overwritten so if
the interfaces the UoC uses have changed, the user must delete their file in order to regenerate a new
one with the new set of functions to implement.

Validating and Testing a Project

1. Select  to verify that the Project Configuration File is valid.

2. Click the  button at the top of the screen to test the segment. (This may take a few minutes).
The results will be written to a PDF file. The directory of the results file will be in the directory of
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the project configuration file. This directory path will be listed in the "Output File Location" of the
Conformance Test Results page.

7.4. Testing a Transport Services Segment (TSS) UoC
The following subsections details instructions to successfully generate a valid project configuration file
for a TSS UoC and how to run a test using the Conformance Test Suite. More information about each
projection configuration option can be found in the subsections of Project Configuration Files.

7.4.1. What the User Must Provide

The user must provide the following inputs to the CTS:

¥ The projectÕs object files (C/C++/Ada) or class/jar files (Java). Alternatively, source files can be
provided, and the CTS will build them into object or class files using the toolchain configuration.

¥ The projectÕs header files (C/C++) or spec files (Ada).

¥ The projectÕs USM.

¥ The projectÕs toolchain file.

7.4.2. Test Procedures

Providing Project Context

1. Successfully install the CTS.

2. Start the conformance test suite by running the run_CTS_GUI.py script in the main test suite
directory from the command line.
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Figure 64. Conformance Test Suite main menu

3. Import or create a new Project Configuration file by clicking "Create a Project Configuration".

Figure 65. Create New Project Configuration

4. Fill in Project Name and Project Location then press Ok to launch the project configuration builder.

5. Navigate to the project configuration builder.
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Figure 66. Project Configuration Builder General tab

6. Fill in all options on the General tab for

a. Base Directory

b. Select "TSS" as segment

c. The Language the candidate UoC was written in

d. The OSS profile the candidate UoC was intended

e. The intended operating environment of the UoC

i. Enable POSIX multi process APIs if required

ii. If ARINC653 or POSIX ARINC653 was selected as the operating environment, select what ARINC653
version is required

iii. Enable use of the programming language thread or task model if required [1 - Chapter 1 ]

f. Add the targeted toolchain path

g. Set the UoC name

7. Select the Data Model tab to display the data model information below.

a. Set the path to the SDM and USM. This directory is relative to the base directory set in the
General tab.
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Figure 67. Data Model tab

8. Select the Gold Standard Libraries tab to display the options below.

a. Set the directory where the gold standard libraries will be generated and stored for the test.

NOTE This directory is relative to the base directory set in the General tab.
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Figure 68. Gold Standard Libraries tab

9. Select the Objects/Libraries tab to display the transport components options shown below. For
C/C++ projects, use the list boxes to add the include files and include paths (if applicable) for the
concrete interface implementations provided by the UoC. All 'include files' must exist in one of the
'include paths'. Any files included by the concrete implementation of Factory Functions must exist
in one of the Include Paths specified. More details about Factory Functions are found in Section
7.4.2.3. More information about all options in the Object/Libraries tab are detailed in Project
Configuration Files Obj/Lib tab .

a. Select the TSS UoP Type.

b. Select the Intra-segment APIs if used.

c. If the user is providing object files for their UoC, before providing the userÕs object or library
files, they must build them against the Gold Standard Library headers. The CTS will generate
the FACE headers for any interface the UoC uses so that the user can build their source code
against those. Skip selecting the UoCÕs object files until the user has generated the GSLs and
FACE headers and has built their UoC code against these headers. Therefore, skip the section on
selecting object files for now.
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Figure 69. Include Paths and Files

10. Scroll down and select any of the FACE Interfaces the UoC implements. If the Life Cycle
Management (LCM) Stateful interface is implemented, enter the datamodel name and datatype
name of the reported and request datatype.
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Figure 70. Life Cycle Management

11. Scroll down and select the FACE Interfaces that are used by the UoC. The UoC must provide an
Injectable interface for each FACE Interface it uses. By specifying the candidate UoC "uses" a given
interface, it indicates that it implements an Injectable Interface for that interface, and this will be
tested by the CTS.
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Figure 71. FACE Interfaces Used

12. Scroll down and enter the information regarding any FACE Life Cycle Management Stateful
interfaces that are used by the UoC. If none are used, leave this section blank. Multiple Life Cycle
Management Stateful interfaces may be used by a UoC. The required information for each Stateful
interface are:

i. the data model and datatype name of the reported datatype

ii. the data model and datatype name of the request datatype
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Figure 72. Life Cycle Management Interfaces Used

Note : For TSS UoCs implementing either the TPM or CSP capabilities that need to access device drivers,
please ensure that the device driver code is included/added to the compiler specific code section within
the toolchain configuration as calling driver code from TSS TPM or CSPs will need to be inspected.

Generating the Gold Standard Libraries

In order to build the userÕs source code, the user will need FACE interface headers for any interfaces
the UoC uses. For example, for a PCS the user will need any TSS headers the UoC code uses, as
standardized in the FACE Technical Standard. The CTS will generate these headers for the user. Click
the Generate GSLs Button in the upper left corner of the window as shown below to generate the FACE
headers as well as the GSL.
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Figure 73. The GSL generation button.

If providing objects for the userÕs UoC, the user may now build their objects using the FACE headers
generated into the GSL directoryÕs 'include/FACE' subdirectory. Examine the contents of this directory
to see the standardized header names of all non-OSS FACE Interfaces. Note that for C/C++ all FACE
headers should be included with the relative path starting from the FACE directory, for example:
"FACE/IOSS/Analog.hpp" The include directories to be used are described in a generated README file
in the GSL directory. OSS include directories are listed and are in specific subfolders of the CTS folder
goldStandardLibraries. When the user builds their object code for a UoC, the user will need to include
these subfolders and include any FACE headers as "FACE/[name of header file]". (Note that the headers
in this subdirectory are deleted each time the test is run, so do not store any project files in this
directory.)

The GSL libraries will be generated into the GSL Directory. The user may wish to use the GSLs during
development to check that their code builds against them, but there is no need to include them in their
CTS project. The CTS will rebuild the appropriate GSLs when the user runs the conformance test and
links them as part of the test.

In the "Provide Segment Objects/Libraries" section of the Objects/Libraries tab, the user must enter the
full pathnames of the projectÕs object and/or library files. The user may add each object file. The user
may also choose the directory where object files are located. All object files in the directory specified as
well as object files in subdirectories will be chosen. A combination of directories and object/library
files may be specified.
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Figure 74. The Project Configuration Builder, with the Objects/Libraries tab selected.

Factory Functions

FACE Interfaces, including Injectable Interfaces, are empty declarations. In order to properly test the
userÕs code against the FACE CTS, the user must provide a file that contains a concrete implementation
for each interface needed for the UoC provided. This is called a "Factory Function."

NOTE

Once the user creates their Factory Function declaration and the user runs the
conformance test, a test file declares a pointer to a FACE interface. Then, the CTS
instantiates it by calling the Factory Function implementation that the user provided.
Once instantiation is complete, it calls each method defined in the interface to ensure
complete adherence to the interface.

Generation

To determine which factory functions are necessary, the user must generate the GSL for their project.
After generation, the user must find a generated header/spec file named, "CTS_Factory_Functions" in
the generated subfolder 'build/GSL/include', which will contain required interfaces.

Providing a Factory Function Implementation

The user must take note of the "CTS_Factory_Functions" file that was generated by the GSLs. The user
must provide a file that implements each of these functions. The following paragraphs detail what the
user must do per each language the userÕs UoC implements.
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For C/C++, this file (CTS_Factory_Functions .h or .hpp) will contain the declarations of all expected
factory functions that the CTS requires for testing the userÕs UoC. The implementation for each
function must instantiate the corresponding concrete class and return a pointer to that object (the
return type will be a pointer to the FACE 'abstract' class). Returning a null pointer is not acceptable.
This source file must be provided with the userÕs project and will be reviewed to ensure it instantiates
the userÕs UoCÕs concrete class for that interface.

For Ada, this will generate a spec file (.ads) cts_factory_functions.ads which has the procedures the
user must implement in the source file. The source file for Ada must be named
"cts_factory_functions.adb" and implement each of these procedures, returning a concrete version of
each type as an access type. In the text field labeled "Source file with factory functions for interfaces
provided (C/C++/Ada only)", use the 'É' button to the right to browse for the source file. Any header
files included by the source file must exist in one of the Include Paths specified above.

For Java, a source file named CTS_Factory_Functions.java will be generated in the factory/ subfolder
(package subfolder). The user must fill in the implementation of each function, add any imports, and
add this to the userÕs project in the CTS in this file field. Note that this file will NOT be overwritten so if
the interfaces the UoC uses have changed, the user must delete their file in order to regenerate a new
one with the new set of functions to implement.

Validating and Testing a Project

1. Select  to verify that the Project Configuration File is valid.

2. Click the  button at the top of the screen to test the segment. (This may take a few minutes).
The results will be written to a PDF file. The directory of the results file will be in the directory of
the project configuration file. This directory path will be listed in the "Output File Location" of the
Conformance Test Results page.

Special Verification Cases

TSTA Adapter UoC Using and Providing TS Base

CR 564 allows a TSTA Adapter UoC to use the TS Base interface via the injectable interface. In addition,
CR 585 allows a TSTA Adapter UoC to provide the TS Base interface to PCS and PSSS UoCs. Therefore, a
TSTA Adapter UoC is allowed to use as well as provide the TS Base interface. Two conformance tests
need to be performed to verify such a TSS UoC, one test to verify the using aspect of the TS Base
interface and a second test to verify the providing aspect of the TS Base interface. Each conformance
test shall use separate project file (pcfg) with the respective tss_base and uses_tss_base options set to true as
well as separate CTS_Factory implementations with definition for retrieving either the implementation
of the TS Base injectable or the TS Base.

7.5. Testing an I/O Services Segment (IOS) UoC
The following subsections details instructions to successfully generate a valid project configuration file
for an IOS UoC and how to run a test using the Conformance Test Suite. More information about each
projection configuration option can be found in the subsections of Project Configuration Files.
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7.5.1. What the User Must Provide

The user must provide the following inputs to the CTS:

¥ The projectÕs object files (C/C++/Ada) or class/jar files (Java). Alternatively, source files can be
provided, and the CTS will build them into object or class files using the toolchain configuration.

¥ The projectÕs header files (C/C++) or spec files (Ada).

¥ The projectÕs USM.

¥ The projectÕs toolchain file.

7.5.2. Test Procedures

Providing Project Context

1. Successfully install the CTS.

2. Start the conformance test suite by running the run_CTS_GUI.py script in the main test suite
directory from the command line.

Figure 75. Conformance Test Suite main menu

3. Import or create a new Project Configuration file by clicking "Create a Project Configuration".
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Figure 76. Create New Project Configuration

4. Fill in Project Name and Project Location then press Ok to launch the project configuration builder.

5. Navigate to the project configuration builder.

Figure 77. Project Configuration Builder General tab

6. Fill in all options on the General tab for

a. Base Directory

b. Select "IOS" as segment

c. The Language the candidate UoC was written in
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d. The OSS profile the candidate UoC was intended

e. The intended operating environment of the UoC

i. Enable POSIX multi process APIs if required

ii. If ARINC653 or POSIX ARINC653 was selected as the operating environment, select what ARINC653
version is required

iii. Enable use of the programming language thread or task model if required [1 - Chapter 1 ]

f. Add the targeted toolchain path

g. Set the UoC name

7. Select the Data Model tab to display the data model information below.

a. Set the path to the SDM and USM. This directory is relative to the base directory set in the
General tab.

Figure 78. Data Model tab

8. Select the Gold Standard Libraries tab to display the options below.

a. Set the directory where the gold standard libraries will be generated and stored for the test.

NOTE This directory is relative to the base directory set in the General tab.
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Figure 79. Gold Standard Libraries tab

9. Select the Objects/Libraries tab to display the IOS components options shown below. For C/C++
projects, use the list boxes to add the include files and include paths (if applicable) for the concrete
interface implementations provided by the UoC. All 'include files' must exist in one of the 'include
paths'. Any files included by the concrete implementation of Factory Functions must exist in one of
the Include Paths specified. More details about Factory Functions are found in Section 7.5.2.3. More
information about all options in the Object/Libraries tab are detailed in Project Configuration
Obj/Lib tab .

a. If the user is providing object files for their UoC, before providing the userÕs object or library
files, they must build them against the Gold Standard Library headers. The CTS will generate
the FACE headers for any interface the UoC uses so that the user can build their source code
against those. Skip selecting the UoCÕs object files until the user has generated the GSLs and
FACE headers and has built their UoC code against these headers. Therefore, skip the section on
selecting object files for now.
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Figure 80. Include Paths and Files

10. Scroll down and select any of the FACE Interfaces the UoC implements. If the Life Cycle
Management (LCM) Stateful interface is implemented, enter the datamodel name and datatype
name of the reported and request datatype.
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Figure 81. Life Cycle Management

11. Scroll down and select the FACE Interfaces that are used by the UoC. The UoC must provide an
Injectable interface for each FACE Interface it uses. By specifying the candidate UoC "uses" a given
interface, it indicates that it implements an Injectable Interface for that interface, and this will be
tested by the CTS.
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